General Comments:

4, Epvironmental assessment alternatives shall consider design criteria that reduce the impacts to streams
and wetlands from storm water runoff. These altematives shall include road designs that allow for
treatment of the storm water runoff through best management practices as detailed in the most recent.
version of NCDWQ’s Stormwater Best Management Practices, such as grassed swales, buffer areas,
preformed scour holes, retention basins, etc.

5. Prior to an issuance of the 401 Water Quality Certification, the NCDOT is respectfully reminded that
they will need to demonstrate the avoidance and minimization of impacts to wetlands (and streams) to
the maximum extent piactical. In accordance with the Environmental Management Commission’s
Rules (154 NCAC 2H.0506[h]), mitigation will be required for impacts of greater than 1 acre to
wetlands. In the event that mitigation is required, the mitigation plan should be designed to replace
appropriate lost functions and values.. The NC Ecosystem Enhancement Program may be available for
use as wetland mitigation.

6. Inaccordance with the Environmerital Management Commission’s Rules (I5A NCAC 2H.0506[h),
mitigation will be required for impacts of greater than 150 linear feet fo any single perennial stream.
I the evenit that mitigation is required, the mitigation plan shall be designed to replace apptopriate
lost functions and values. The NC Ecosystem Enhsancement Program may be available for use as
stream mitigation.

7. NCDOT is respectfully reminded that all impacts, including but not limited to, bridging, fill,
excavation and clearing, and rip rap to jurisdictional wetlands, streains, and riparian buffers need to be
included in the final impact calculations. These impacts, in addition to any construction impacts,
tempotaty or otherwise, also need to be included as part-of the 401 Water Quality Certification
Application.

8 The 401 Water Quality Certification application will need to specifically address the proposed
methods for stormwater management. More specifically, stormwater shall not be permitted to
discharge directly into streams or surface waters.

9, If foundation test borings are necessary; it should be noted in the document. Geotechnical work is
approved under General 401 Certification Number 3687/Nationwide Permnit No. 6 for Survey
Activities.

10. Sediment dnd erosion control measures sufficient to protect water resources must be implemented and
maintained in accordance with the most recent version of North Carolina Sediment and Erosion
Control Planning and Design Manual and the most recent version of NCS000250.

NCD.WQ appreciates the opportunity to provide comments on your project. Should you have any questions

or require any additional information, please contact David Wainwright at (919) 715-3415.
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